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Pigtail Adjustable Hydrant

Heavy Duty Adjustable Hydrant

Double Head Adjustable Hydrant

5 Hole Hydrant

Grip-All Spanner

Feature:
•  double spanner head fits pin lug or rocker (sensible) lug couplings, pentagon nuts up to 1½" 

from point to flat, 1½" - 6" rocker lug caps, 2" - 4½" pin lug caps, and square nuts up to 1⅛"

Part #

AHWPT

Features:
•  for pentagon hydrant nuts up to 1¾" from point to flat
•  notched to fit 1¼" square hydrant nut
•  spanner for pin lug and sensible (rocker) lug couplings, 1½" thru 6"
•  plated iron head, ⅞" plated steel handle
•  overall length 18"

Part # Pkg
Qty

189 15

Features:
•  for pentagon hydrant nuts up to 1⅞" and square heads up to 1½"
•  fits ¾" - 6" rocker lug or pin lug couplings, can also be used for long handle couplings
•  ductile iron head with a deeply knurled chrome plated steel handle
•  replaceable adjustable jaw is made of manganese bronze
•  overall length 19½"

Part #

189DH

Features:
•  5 pentagon holes designed to fit common hydrant nut sizes
•  built-in spanner for pin or rocker lug couplings
• overall length: 14¼"

Plated Iron
Part #

Pkg
Qty

PHW 25

Features:
•  fits ¾" - 6" split lug, rocker lug and pin lug couplings
•  can be operated in tight quarters
•  gas cock shutoff is provided in the handle, handle is shaped to fit your hand allowing a 

positive grip on the coupling

Aluminum
Part #
GAW

Fire Adapters & Connections

Wrenches


