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Threaded Pipe Fittings

Close Nipples
Features:
• made from schedule 40 welded pipe
• male NPT x male NPT design

Male
NPT

Overall
Length

Carbon Steel
Part #

Galvanized
Part #

316 Stainless Steel
Part #

Optional 
Qty

⅛" ¾" --- --- CN012SS 1
¼" ⅞" CN025 CN025G CN025SS 25
⅜" 1" CN037 -- CN037SS 25
½" 1⅛" CN050 CN050G CN050SS 10
¾" 1⅜" CN075 CN075G CN075SS 10
1" 1½" CN100 CN100G CN100SS 10

1¼" 1⅝" CN125 --- --- 10
1½" 1½" CN150 CN150G CN150SS 10
2" 2" CN200 CN200G CN200SS 10

2½" 2½" CN250 --- --- --
3" 2⅝" CN300 CN300G CN300SS 1
4" 2⅝" CN400 --- CN400SS 5
6" 3⅛" CN600 --- --- --

Hex Nipples
Feature:
• ref SAE 130137

NPTF
Brass Optional 

Qty
Lead Free Brass 1, 2, 3

Part #Previous Part # Part #
⅛" x ⅛" BCN12 3700202C 100 3700202CLF
¼" x ¼" BCN25 3700404C 100 3700404CLF
⅜" x ⅜" BCN37 3700606C 50 3700606CLF
½" x ½" BCN50 3700808C 25 3700808CLF
¾" x ¾" BCN75 3701212C 20 ---
1" x 1" BCN100 3701616C 10 ---

1 lead free brass <=0.25% lead; Alloy CA2745; Alloy C46400
2  conforms To: Safe Water Drinking Act (SWDA) of Jan. 4, 2014; California AB1953; RoHS 

Compliant
3 NPT threads

Straight Hex Nipples

Reducer Hex Nipples

Note: do not use pipe nipples as hose inserts.

Feature:
• ref SAE 130137

Male NPTF
Brass

Optional QtyPrevious Part # Part #
¼" x ⅛" HN2M1M 3790402C 100
⅜" x ⅛" HN3M1M 3790602C 50
⅜" x ¼" HN3M2M 3790604C 50
½" x ¼" HN4M2M 3790804C 50
½" x ⅜" HN4M3M 3790806C 50
¾" x ½" HN6M4M 3791208C 25

Male NPT Male NPT 316 Stainless Steel
Part #

⅜" ¼" RHN3825SS
½" ⅜" RHN5038SS
¾" ½" RHN7550SS

•  For additional information on pipe dimensions please reference dixonvalve.com.

Male NPT 316 Stainless Steel
Part #

⅜" HN38SS
½" HN50SS
¾" HN75SS
1" HN100SS

1½" HN150SS
2" HN200SS


